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COMBINATION . . MODIFIED " 7" AT DRIVEWAYS
 CURB & GUTTER COMBINATION : MC-110.01 (TYP)
. CURB & GUTTER '
- MC-100.01 Berm as Direcled
ALL DENUDED AREA WITHIN RIGHT OF
WAY TO BE SODDED
3" BITUMINOUS COMCRETE SURFACE 3" BITUMINOUS CONCRETE SURFACE
COURSE IN TWO 1 1/2 " LAYERS COURSE IN TWO 1 1/2 " LAYERS
5" BITUMINOUS CONCRETE BASE
N COURSE
. “ 9" BITUMINOUS CONCRETE BASE

8" GRADED AGGREGATE BASE COURSE IN 2 — 4 1/Z LAYERS ,

""COURSE IN 2 —~ 4" LAYERS Note: Any asphalt course that exceeds 4" in thickness
o MUST be applied in two courses or layers.
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ALTERNATE PAVING SECTIONS Review 8 Approval by the

CITY OF ROCKVILLE
PLANNING COMMISSION

1097

O REVISION
lf\ areroven vy (pl (ol - 'DETAIL
Joseph ;uﬁ;a’- Chief Engincer/Transportation " ARTERIA L ROAD

o /e | D

7 s

ROCKVH LE | Date




